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Compressors: Universal Application 


The compressors listed in this section are “universal” compressors for general use. 


While many of these compressors have been used in OEM automotive air condition- 
ing systems, this section is designed to identify compressors for general purpose 


applications. 
OEM REPLACEMENT COMPRESSORS 


For a comprehensive compressor application listing by vehicle make, please refer 
to the “OEM Replacement Compressor” section beginning on page 46. 


DELCO (HARRISON) А6 


DELCO А6 SINGLE GROOVE 12v DELCO А6 SINGLE GROOVE 12v DELCO А6 SINGLE GROOVE 24v 
WITH OFF-ROAD DUST PACKAGE WITH OFF-ROAD DUST PACKAGE 


DELCO A6 SPECIFICATIONS 


TYPE: 6 CYLINDER SWASHPLATE (HORIZONTALLY OPPOSED) 
CAPACITY: 206cc (12.6 cu ins.) 
MOUNTING ANGLE: 16 deg. LEFT OR RIGHT 
ROTATION: CLOCKWISE OR COUNTER-CLOCKWISE; HUB MAY NEED CHANGING FOR CCW OPERATION. 
FITTINGS: GM PAD 
MAX. CONTINUOUS RPM: 6500 
OIL GRADE: R134a MODELS: PAG OR ESTER - REFER LIST BELOW 
ORIGINAL OIL CHARGE: 296 cc (10 fl. oz.) 
REFRIGERANT TYPE: R134a 
PART Мо. NEW/ REFRIG. CLUTCH OIL APPLICATION/ INFORMATION 
RECON TYPE groove volts dia. type - part No. 


CO-19583 NEW R134a 2х3/8" 12v 127 mm РАС О1І-29500 SOME JAGUAR; ROLLS ROYCE 

CO-72583 RECON R134a 2х 3/8" 12v 127 mm ESTER OI-22301 SOME JAGUAR; ROLLS ROYCE 

CO-19513 NEW R134a 1xA 12v 127mm РАС Ol-29500 SOME HOLDEN/STATESMAN AND MERCEDES WITH A6 
CO-72513 RECON К1З4а 1xA 12v 127 mm ESTER OI-22301 SOME HOLDEN/STATESMAN AND MERCEDES WITH Аб 
CO-19613 NEW R134a 1xA 12v 147mm РАС OI-29500 JOHN DEERE 

CO-72613 RECON  R134a 1xA 12v 147 mm ESTER OI-22301 JOHN DEERE 

CO-19713 NEW R134a 1xA 12v 178mm PAG OI-29500 SOME OFF- ROAD APPLICATIONS 

CO-72713 RECON R134a 1xA 12v 178 mm ESTER OI-22301 SOME OFF-ROAD APPLICATIONS 

CO-19725 NEW R134a 1xA 24v 178 mm РАС О1І-29500 CATERPILLAR 

CO-72725 RECON К1З4а 1xA 24v 178 mm ESTER OI-22301 CATERPILLAR 


NOTES: 
1. MOST R-12 DELCO A6 MODELS WERE SUPPLIED WITH SUPERHEAT SWITCHES. 
R134a MODELS DO NOT HAVE SUPERHEAT PROVISION. 


2. NEW DELCO A6 COMPRESSORS HAVE METRIC MOUNTINGS. 
RECONDITIONED MODELS MAY HAVE METRIC OR IMPERIAL MOUNTINGS. ORDER COS-92966 METRIC BOLT KIT IF 
REQUIRED. 


3. ALL DELCO A6 COMPRESSORS WITH 147 mm AND 178 mm CLUTCHES HAVE OFF-ROAD CLUTCH DUST SEAL PACKAGE. 


exi COS-92966 
DELCO A6 METRIC COMPRESSOR MOUNTING KIT 
e COMPLETE SET OF BOLTS AND NUTS REQUIRED TO 
4 MOUNT A DELCO А6 METRIC COMPRESSOR. 
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Compressors: Universal Application 


clutch gaugeline: ao 


centre of groove A 


to front of body 


CO-19834 
DELCO R4 NEW TYPE CLUTCH 


NOTES 
1. 


DELCO R4 


clutch gaugeline: 
centre of groove 
to front of body 


DELCO R4 OLD TYPE CLUTCH 
AS SUPPLIED ON CO-72913 
(clutch gaugeline is 30mm) 


CO-72920 
DELCO R4 LONG CLUTCH 


CLUTCH MOUNTING DISTANCE: THE CLUTCH MOUNTING DISTANCE (GAUGE-LINE) ON THE DELCO R4 


IS MEASURED FROM THE CENTRE OF THE PULLEY GROOVE TO THE FRONT OF THE BODY (SEE THE 


ILLUSTRATIONS ABOVE). 


THE MOUNTING DISTANCE CAN VARY BETWEEN THE OLD AND NEW MODELS. 


2. THE CLUTCH ON THE NEW TYPE R4 COMPRESSOR IS NOT EASILY REMOVED. 
THE NEW MODEL MAY NOT BE SUITABLE FOR FITMENT TO SOME VEHICLES, e.g. VOLVO. 
3. THE OLD MODEL WITH THE REMOVABLE CLUTCH IS NO LONGER MANUFACTURED AND IS NOW ONLY 
AVAILABLE AS A RECONDITIONED UNIT (SUBJECT TO AVAILABILITY). 
DELCO R4 SPECIFICATIONS 
TYPE: 4 CYLINDER RADIAL MAX. CONTINUOUS RPM: 7000 
CAPACITY: 164 cc (10.0 cu ins.) OIL GRADE: PAG OR ESTER (SEE BELOW) 
MOUNTING ANGLE: 45 deg. LEFT OR RIGHT ORIGINAL OIL CHARGE: 170 cc (6.0 fl. oz.) 
ROTATION: CLOCKWISE OR COUNTER-CLOCKWISE REFRIGERANT TYPE: R134a 
PART No. NEW/ REFRIG. CLUTCH FITTINGS OIL OIL APPLICATION/ INFORMATION 
RECON TYPE groove volts dia. type part No. 
CO-19834 NEW R134a 1xA 12v 127mm GMPAD РАС Ol-29500 SOME MODELS OF САМІЋА, ROVER 
CO-72913 RECON R134a 1xA 12v 127mm СМРАО ESTER Ol-22301 OLD TYPE CLUTCH: CAMIRA, ROVER, VOLVO 
CO-72920 RECON R134a 1xA 12v 127mm БМ РАА ESTER 01-22301 LONG CLUTCH: VOLVO 
DIESEL KIKI (ТАМА, ZEXEL) 
CO-21150 CO-21153 
TM14: STANDARD ALLOY HEAD TM14: CAST STEEL FITTING BLOCK 
DIESEL KIKI SPECIFICATIONS 

TYPE: SWASHPLATE MAX. CONTINUOUS RPM: 7000 
CAPACITY: TM13: 131 сс (8.0 си іп) OIL GRADE: SEE CHART BELOW 

TM14: 147 cc (8.97 cu in) ORIGINAL OIL CHARGE: ТМ13, ТМ14: 150 cc. 
MOUNTING ANGLE: 45 deg. LEFT OR RIGHT REFRIGERANT TYPE: R134a 
ROTATION: CLOCKWISE OR COUNTER-CLOCKWISE 
PART No. MODEL REFRIG. CLUTCH FITTINGS OIL APPLICATION/ INFORMATION 

TYPE type - volts - dia. type - part No. 
СО-21150 TM14A R134a 2хА 12v 134 mm V.MIOR PAG 01-29525 STD. FITTINGS. (REPLACES R-12 СО-20150) 
CO-21153 TM14A К134а 2xA 12v 134 mm V.MIOR PAG OI-29525 CAST FITTINGS. (REPLACES R-12 СО-20153) 
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Compressors: Universal Application 


SANDEN: SD5 SERIES (R12) 


NOTE: 


The SD5 series R12 compressors are obsolete and are listed for identification. 


Equivalent replacement SD5H series R134a models, or models which can be 
substituted are listed on the following page. 


SD505 SD505 SD507 
5022, 9056 5029, 9911 5133, 9173 


Wnt 


yor Tru 


SD507 SD508 SD508 
5134, 9225 8368, 9264 


(a 


түу E s 


SD508 SD508 SD510 
5415, 9513 5412, 5460, 8385, 8392, 8487 5756, 9103, 9104, 9105, 9106, 
9118, 9674 


SD510 SD510 SD510 
9119, 9122 9112, 9121 9656, 9905 
SANDEN SD5 (R12) SPECIFICATIONS 

TYPE: 5 CYLINDER SWASHPLATE 
CAPACITY: SD505 - 87 cc; SD507 - 108 cc; SD508-130cc;  SD510- 161 сс 
MOUNTING ANGLE: SD505 - 360? ; SD507, 50508 and SD510 - 909 LEFT OR RIGHT. 

NOTE: SD507 PRIOR TO JUNE 1989 MAY ONLY BE MOUNTED 45? LEFT AND 909 RIGHT. 
ROTATION: SD505, 507 & 508: CLOCKWISE OR COUNTER-CLOCKWISE: 50510 - CLOCKWISE ONLY. 
MAX. CONTINUOUS RPM: SD505 - 6500; SD507 and SD508 - 6000; 50510 - 4000 
REFRIGERANT TYPE: R12 
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Compressors: Universal Application 


SANDEN: SD5 (R12) SERIES 


The SD5 series R12 compressors are obsolete and are listed for identification. 


Equivalent replacement SD5H series R134a models, or models which can be 
substituted are listed in the R134a Equivalent column below. 


MODEL - ТҮРЕ  REFRIG. 
TYPE Type - Dia. - Volts EQUIV. 


К-12 2-A 125 mm 12V VERT O-RING СО-52700 
К-12 4-V 125 mm 12V VERT O-RING СО-52705 


5022 
5029 
5133 
5134 
5412 
5413 
5415 
5460 
5756 
8368 
8385 
8387 


8390 
8392 
8399 
8487 
9040 
9056 
9103 
9104 
9105 
9106 
9112 
9118 
9119 
9121 
9122 
9173 
9225 
9264 
9513 
9656 
9674 
9825 
9905 
9911 


SD505 
SD505 
SD507 
SD507 
SD508 
SD508 
SD508 
SD508 
50510 
50508 
50508 
50508 


50508 
50508 
50508 
50508 
50508 
50505 
50510 
50510 
50510 
50510 
50510 
50510 
50510 
50510 
50510 
50507 
50507 
50508 
50508 
50510 
50510 
50508 
50510 
50505 


SD5H09 2A 


CLUTCH FITTINGS R134a OTHER INFORMATION 


R-12 2-A 125mm 12V VERT O-RING СО-53902 

R-12 10-V 120 mm 12V VERT O-RING СО-53985 

R-12 1-B 152mm 24V VERT O-RING СО-55353 

R-12 2-A 132mm 24V VERT O-RING СО-54934 

R-12 10-V 125 mm 12V VERT O-RING СО-55835 

R-12 1-B 152mm 12V VERT O-RING СО-55341 

R-12 2-A 132mm 12V VERT O-RING СО-54923 

R-12 2-A 132mm 12V REAR TUBE-O СО-55142 

R-12 1-B 152mm 12V VERT FLARE  CO-55341 ** use HA-45688 & HA-45690 o-ring - flare adaptors 

R-12 2-A 152mm 12V VERT FLARE >>> по direct equivalent, can use СО-54923 (132mm 
clutch) with HA-45688 & HA-45690 adaptors. 

R-12 2-A 132mm 12V VERT FLARE СО-54923 ** use HA-45688 & HA-45690 o-ring - flare adaptors 

R-12 1-B 152mm 24V VERT FLARE СО-55353 ** use HA-45688 & HA-45690 o-ring - flare adaptors 

R-12 2-A 132mm 24V VERT FLARE СО-54934  ** use HA-45688 & HA-45690 o-ring - flare adaptors 

R-12 1-B 152mm 12V VERT O-RING СО-55341 

R-12 2-A 132mm 12V VERT O-RING СО-54923 

R-12 2-A 125mm 12V VERT FLARE  CO-52700 ** use HA-45688 & HA-45690 o-ring - flare adaptors 

R-12 2-A 132mm 12V VERT FLARE СО-54923 ** use НА-45688 & HA-45690 o-ring - flare adaptors 

R-12 2-A 132mm 12V VERT FLARE СО-54923 ** use НА-45688 & HA-45690 o-ring - flare adaptors 

R-12 2-A 132mm 24V VERT FLARE СО-54934  ** use НА-45688 & HA-45690 o-ring - flare adaptors 

R-12 2-A 132mm 24V VERT FLARE СО-54934 ** use HA-45688 & HA-45690 o-ring - flare adaptors 

R-12 1-B 152mm 12V VERT FLARE  CO-55341  ** use HA-45688 & HA-45690 o-ring - flare adaptors 

R-12 2-A 132mm 12V VERT O-RING СО-54923 

R-12 ABC 158 тт 12V VERT TUBE-O >>> no direct equivalent; can use CO-55632, CO-52995 

R-12 1-В 152mm 24V VERT FLARE СО-55353 ** use HA-45688 & HA-45690 o-ring - flare adaptors 

R-12 АВС 158 mm 24V VERT R/LOC >>> no direct equivalent, but can use CO-55647 

R-12 -A 125 тт 12V VERT FLARE  CO-53902 ** use HA-45688 & HA-45690 o-ring - flare adaptors 

R-12 0-V 120mm 12V VERT FLARE СО-53985 ** use HA-45688 & HA-45690 o-ring - flare adaptors 

R-12 - 132 mm 12V REAR TUBE-O СО-55142 

R-12 -V 125 mm 12V VERT FLARE  CO-55835 ** use HA-45688 & HA-45690 o-ring - flare adaptors 

R-12 - 132 mm 12V REAR GM PAD >>> по direct equivalent, but can use СО-55187 


CO-52700 - 5072 


С 

№ 
ANNNN>N-N 
<>>>><> 


132 mm 24V VERT O-RING СО-54934 H/DUTY 

132 mm 12V VERT O-RING СО-54923 

132 mm 24V REAR GM PAD >>> no direct equivalent, but can use CO-55208 
127 mm 12V VERT O-RING СО-52705 


SANDEN SD5H (R134a) SERIES 


5р5Н09 4V SD5H14 SD5H14 1-C 
СО-52705 - 5075 СО-52952 (12V), СО-52954 (24V) СО-52995 - А913 


SANDEN SD5H SPECIFICATIONS 


TYPE: 5 CYLINDER SWASHPLATE 
CAPACITY: 5р5Н09 - 87 cc; SD5H14 - 138 cc 
MOUNTING ANGLE: SD5HO09 - 90° LEFT or RIGHT. SD5H14 - 90° LEFT OR RIGHT. 
ROTATION: CLOCKWISE OR COUNTER-CLOCKWISE: 
MAX. CONTINUOUS RPM: SDHO9 - 6500; SDH14 - 6000 
OIL GRADE/CHARGE: SEE CHART BELOW 
REFRIGERANT TYPE: R134a 
PART MODEL-TYPE REFRIG. CLUTCH FITTINGS OIL OTHER 
No. TYPE Type - Dia. - Volts Type - Part No. - ORIG. CHARGE INFORMATION 
СО-52700 5072 SD5H09 R134a 2-A 125 тт 12V VERT O-RING РАС 01-29525 100 сс 
СО-52705 5075 SD5H09 К134а 4-V 125 mm 12V VERT O-RING РАС 01-29525 100 сс 
СО-52952 6626 SD5H14 К134а 2-A 132mm 12V VERT O-RING РАС 01-29525 175 сс 
СО-52954 6627 SD5H14 К134а 2-A 132mm 24V VERT O-RING РАС 01-29525 175 сс 
CO-52995 A913 SD5H14 R134a 1-С 158 тт 24V VERT O-RING РАС 01-29525 175 сс © 
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Compressors: Universal Application 


SANDEN SD7B10 (R134a) SERIES 


SANDEN SD7B10 WITH 4-V CLUTCH 
CO-53330 


SANDEN SD7B10 SPECIFICATIONS 


TYPE: 7 CYLINDER SWASHPLATE MAX. CONTINUOUS RPM: 6500 
CAPACITY: 99.8 cc OIL GRADE/CHARGE: PAG (LISTED BELOW) 
MOUNTING ANGLE: 90° LEFT OR RIGHT. REFRIGERANT TYPE: R-134a 
ROTATION: CLOCKWISE 
PART MODEL-TYPE CLUTCH FITTINGS OIL OIL ORIG. DUST REMARKS 
No. Type - dia. - Volts Type PartNo. Charge COVER 
СО-53302 7170A 7B10 2-A 100 mm 12V RHS PAD PAG 01-29525 100 cc NO 
СО-53330 7151 7B10 4-V 100mm 12V RHS PAD PAG 01-29525 100 cc МО 
CO-53346 7176 7B10 6-V 112mm 12V RHS PAD PAG 01-29525 100 cc NO 
CO-53348 A925 7B10 6-V 112mm 12V LHS PAD PAG СО1-29525 100 cc NO 


SANDEN: SD7H13 SERIES 


E 


w 


СО-53902 - 12V - 8908 СО-53944 - А908 СО-53985 - 8909 
СО-53904 - 24V - А904 


SANDEN SD7H13 SPECIFICATIONS 


TYPE: 7 CYLINDER SWASHPLATE MAX. CONTINUOUS RPM: 6000 
CAPACITY: 129 cc OIL GRADE/CHARGE: PAG (LISTED BELOW) 
MOUNTING ANGLE: 90° LEFT OR RIGHT. REFRIGERANT TYPE: R-134a 
ROTATION: CLOCKWISE 
PART MODEL-TYPE CLUTCH FITTINGS OIL OIL ORIG. DUST REMARKS 
No. Type - dia. - Volts Type PartNo. Charge COVER 


CO-53902 8908 7H13 2-A 125 mm 12V VERT O-RING РАС 01-29525 135 cc NO PREVIOUSLY 7312 
CO-53904 А904 7H13 2-A 125 mm 24V VERT O-RING РАС 01-29525 135 сс NO 
CO-53944 А908 7H13 2-A 125 mm 24V REAR O-RING РАС 01-29525 135 сс NO 
CO-53985 8909 7H13 10-V 120 mm 12V VERT O-RING РАС 01-29525 135 cc NO PREVIOUSLY 7317 
2-A 
4-V 


СО-54192 7365 7H13 132 mm 12V ‘US’ PAD РАС 01-29500 135 сс МО DIRECT MOUNT 
CO-54250 7319 7H13 119 mm 12V ‘US’ PAD РАС 01-29500 135 сс МО DIRECT MOUNT 


The compressors listed in this section are “universal” compressors for general use. 


While many of these compressors have been used in OEM automotive air condition- 
ing systems, this section is designed to identify compressors for general purpose 


applications. 
OEM REPLACEMENT COMPRESSORS 


For a comprehensive compressor application listing by vehicle make, please refer 
to the “OEM Replacement Compressor” section beginning on page 46. 
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Compressors: Universal Application 


SANDEN: SD7H15 SERIES 


THE ILLUSTRATIONS SHOWN BELOW ARE FOR QUICK VISUAL IDENTIFICATION. PART NUMBERS LISTED UNDER THE SAME 
ILLUSTRATION DO NOT NECESSARILY INTERCHANGE. REFER TO THE CHART OPPOSITE FOR COMPLETE SPECIFICATIONS. 


Standard Lug - Mount Compressors 


CO-54923 - 8031 (was 7863) CO-54930 - 7867 (was 8018) 
CO-54934 - 8042 CO-54937 - 7866 (was 8017) 
CO-55065 - A935 


dai 
CO-55010 - 8030 


CO-55021 - A918 (as pictured) CO-55187 - 8040 (was 7952) 
CO-55142 - 8033 (was7877) CO-55146 - A923 (with dust cover) CO-55208 - A914 
CO-55155 - 8036 CO-55150 - A916 (as pictured) 


СО-55341 - 8041 (was 7979) 
CO-55353 - 8034 (was 7887) 


CO-55455 - A901 
CO-55463 - A902 


CO-55632 - 7950 (was 8039) CO-55681 - 8099 (was 8032) CO-55688 - A928 (steel armature) 
(steel armature) (steel armature) CO-55792 - 8048 (as pictured) 
CO-55647 - 8037 (as pictured) CO-55794 - A907 (as pictured) 
c 7 
NN \ 


220 


{ СО-55744 - А927 


) (with dust cover) 


CO-55798 - A926 
(as pictured) 


CO-55835 - 8035 


39 


Highgate Automotive Air Conditioning Catalogue COMPRESSORS: UNIVERSAL 


Compressors: Universal Application 


SANDEN: SD7H15 SERIES 


E 
ky 
Direct - Mount Style ! 
Compressors 1 
е ге 
СО-56523 - 4626 СО-56880 - 8083 
СО-56887 - 8161 
SANDEN SD7H15 SPECIFICATIONS 
TYPE: 7 CYLINDER SWASHPLATE MAX. CONTINUOUS RPM: 6000 
CAPACITY: 155 cc OIL GRADE/CHARGE: R134a MODELS: PAG (LISTED BELOW) 
MOUNTING ANGLE: 90° LEFT OR RIGHT. REFRIGERANT TYPE: R-134a 
ROTATION: CLOCKWISE 
SANDEN SD7H15 - COMPLETE LISTING 
PART MODEL-TYPE CLUTCH FITTINGS OIL OIL ORIG. DUST REMARKS 
No. Type - dia. - Volts Type PartNo. Charge COVER 


Standard Lug Mount Compressors 


CO-54920 7949 8038 2-A 125 mm 12V VERT O-RING РАС 01-29500 200 сс NO STEEL ARMATURE 
CO-54923 8031 7863 2-A 132 mm 12V VERT O-RING РАС 01-29525 135 сс NO RUBBER ARMATURE 
CO-54930 7867 8018 2-A 132 mm 12V VERT O-RING РАС 01-29500 135 сс YES STEEL ARMATURE 
CO-54934 8042 7888 2-A 132 mm 24V VERT O-RING РАС 01-29525 135 сс NO RUBBER ARMATURE 
СО-54937 7866 8017 2-A 132 mm 24V VERT O-RING РАС 01-29500 135 сс YES STEEL ARMATURE 
CO-55010 8030 2-A 132 mm 12V REAR O-RING PAG 01-29525 135 сс МО RUBBER ARMATURE 
CO-55021 А918 2-A 132 mm 24V REAR O-RING PAG 01-29525 135 сс МО STEEL ARMATURE 
CO-55065 А935 2-A 132 mm 24V VERT TUBE-O РАС 01-29525 135 сс YES STEEL ARMATURE 
CO-55142 8033 7877 2-A 132 mm 12V REAR TUBE-O РАС 01-29525 205 сс NO RUBBER ARMATURE 
CO-55146 A923 2-A 132 mm 12V REAR TUBE-O PAG 01-29525 205 сс YES STEEL ARMATURE 
CO-55150 А916 2-A 125 mm 24V REAR TUBE-O РАС 01-29525 205 cc NO STEEL ARMATURE 
СО-55155 8036 2-A 132 mm 24V REAR TUBE-O РАС 01-29525 205 сс МО RUBBER ARMATURE 
CO-55187 8040 7952 2-A 140 mm 12V REAR GMPAD РАС 01-29525 190cc YES STEEL ARMATURE 
CO-55208 A914 2-A 140 mm 24V REAR GMPAD РАС 0OI-29525 190cc YES STEEL ARMATURE 
CO-55341 8041 7979 1-В 146 mm 12V VERT O-RING РАС 01-29525 135 сс NO RUBBER ARMATURE 
CO-55347 A909 1-B 146 mm 24V VERT O-RING PAG 01-29525 135 сс YES STEEL ARMATURE 
CO-55353 8034 7887 1-В 146 mm 24V VERT O-RING РАС 01-29525 135 сс NO RUBBER ARMATURE 
СО-55400 A905 1-B 146 mm 24V REAR O-RING PAG  OI-29500 135 сс NO STEEL ARMATURE 
CO-55455 A901 1-В 146 mm 12V VERT TUBE-O РАС 01-29525 135 сс NO RUBBER ARMATURE 
CO-55463 A902 1-В 146 mm 24V VERT TUBE-O РАС 01-29500 135 сс NO RUBBER ARMATURE 
CO-55470 A906 1-В 146 mm 12V REAR TUBE-O РАС 01-29525 135 сс NO RUBBER ARMATURE 
CO-55478 A915 1-В 146 mm 24V REAR TUBE-O РАС 01-29525 205 сс NO RUBBER ARMATURE 
CO-55632 7950 8039 1-С 153 mm 12V VERT O-RING РАС 01-29500 200 сс NO STEEL ARMATURE 
CO-55647 8037 1-C 153 mm 24V VERT O-RING PAG 01-29525 200 сс NO RUBBER ARMATURE 
CO-55681 8099 8032 6-V 119 mm 12V VERT O-RING РАС 01-29525 200 сс NO STEEL ARMATURE 
CO-55688 A928 6-V 119 mm 24V VERT O-RING PAG 01-29525 135 сс YES STEEL ARMATURE 
CO-55720 A920 6-V 119 mm 24V REAR O-RING PAG 01-29525 135 сс МО STEEL ARMATURE 
CO-55744 A927 8-V 132 mm 24V VERT O-RING PAG 01-29525 135 сс YES STEEL ARMATURE 
CO-55792 8048 8-V 132 mm 12V VERT TUBE-O PAG 01-29525 135 сс NO RUBBER ARMATURE 
CO-55794 A907 8-V 132 mm 24V VERT TUBE-O РАС 01-29525 135 сс NO RUBBER ARMATURE 
CO-55798 A926 8-V 132 mm 24V VERT TUBE-O РАС 01-29525 135 сс NO STEEL ARMATURE 
CO-55835 8035 7931 10-У 125 mm 12V VERT O-RING PAG 01-29525 135 сс NO RUBBER ARMATURE 
CO-55890 A924 10-V 125 mm 12V REAR O-RING PAG 01-29525 135 сс МО RUBBER ARMATURE 
CO-55897 A933 10-V 125 mm 24V REAR O-RING РАС 01-29525 135 сс NO STEEL ARMATURE 
Direct Mount Compressors 
СО-56523 4626 2-A 132 mm 24V VERT O-RING РАС 01-29500 300 сс МО STEEL ARMATURE 
CO-56600 8156 2-A 132 mm 12V REAR TUBE-O PAG 01-29525 240 сс NO STEEL ARMATURE 
CO-56675 8115 2-A 132 mm 24V VERT US PAD** PAG 01-29525 240 сс NO STEEL ARMATURE 
СО-56702 8130 1-B 146 тт 12V VERT US PAD** PAG 01-29525 135 сс NO STEEL ARMATURE 
CO-56708 8116 1-В 146 mm 24V VERT US РАр** PAG 01-29525 240 сс МО STEEL ARMATURE 
CO-56711 8169 1-B 138 mm 24V VERT US PAD** PAG 01-29525 240 сс МО STEEL ARMATURE 
CO-56725 A921 6-V 120 mm 24V REAR O-RING PAG  OI-29500 300 cc NO STEEL ARMATURE 
СО-56729 4628 6-V 119 mm 12V VERT TUBE-O РАС 01-29500 240 сс МО RUBBER ARMATURE 
CO-56845 8089 7-V 120 mm 12V VERT WN PAD** PAG 01-29525 135 сс NO RUBBER ARMATURE 
CO-56880 8083 8-У 119 mm 12V VERT O-RING РАС 01-29525 240 сс NO STEEL ARMATURE 
CO-56887 8161 8-V 119 mm 24V VERT O-RING РАС 01-29525 240 cc NO STEEL ARMATURE 


** A "US" and “WN” are non-standard pad fittings 


NOTES 


1. ALL “7000” SERIES MODELS HAVE KEYED SHAFTS. 
ALL “8000” SERIES MODELS HAVE SPLINED SHAFTS (EXCEPT MODEL 8006). 


2. “A” SERIES MODELS ARE SPECIAL BUILDS AND ARE NOT RETURNABLE. © 
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COMPRESSORS: UNIVERSAL Highgate Automotive Air Conditioning Catalogue 
Compressors: Universal Application 


SANDEN: SD7 SERIES 


COMPRESSOR IDENTIFICATION - SANDEN SD7 
THE ILLUSTRATIONS SHOWN BELOW GIVE BASIC SPECIFICATIONS SUCH AS LUG SPACING OR 
MOUNTING CONFIGURATION AND CLUTCH GAUGELINE FOR SOME COMMON MODELS. 
PLEASE REFER TO THE ILLUSTRATED PAGES FOLLOWING FOR IDENTIFICATION OF SPECIFIC 
MODELS AND PART NUMBERS. 
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Highgate Automotive Air Conditioning Catalogue COMPRESSORS: UNIVERSAL 
Compressors: Universal Application 


SANDEN: SD7 SERIES 


COMPRESSOR IDENTIFICATION - SANDEN SD7 
THE ILLUSTRATIONS SHOWN BELOW GIVE BASIC SPECIFICATIONS SUCH AS LUG SPACING OR 
MOUNTING CONFIGURATION AND CLUTCH GAUGELINE FOR SOME COMMON MODELS. 
PLEASE REFER TO THE ILLUSTRATED PAGES FOLLOWING FOR IDENTIFICATION OF SPECIFIC 
MODELS AND PART NUMBERS. 
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COMPRESSORS: UNIVERSAL Highgate Automotive Air Conditioning Catalogue 
Compressors: Universal Application 


SANDEN SD7V16 (R134a) SERIES 


SANDEN SD7V16 SPECIFICATIONS 


TYPE: 7 CYLINDER SWASHPLATE 
MAX. CONTINUOUS RPM: 6000 

CAPACITY: VARIABLE; MAXIMUM 155 cc 
OIL GRADE/CHARGE: PAG, О1-29525 (5Р10) 135 cc 
MOUNTING ANGLE: 909 LEFT OR RIGHT ** 
REFRIGERANT TYPE: R-134a 

ROTATION: CLOCKWISE 


** ensure that suction fitting is not 
in excess of 90? left or right. 


PART MODEL-TYPE CLUTCH FITTINGS OIL OIL ORIG. DUST REMARKS 
No. Type - dia. - Volts Type Part No. Charge COVER 
CO-57900 A931 7V16 6-V 119 mm 12V VERT PAD PAG 01-29525 135 сс NO 


SANDEN: TR SERIES 


THE ILLUSTRATIONS SHOWN BELOW ARE FOR QUICK VISUAL IDENTIFICATION. PART NUMBERS LISTED 
UNDER THE SAME ILLUSTRATION DO NOT NECESSARILY INTERCHANGE. REFER TO THE CHART BELOW 
FOR COMPLETE SPECIFICATIONS. 


CO-58810 - 5V clutch 
CO-58825 - 6V clutch 


CO-58754 CO-58782 


SANDEN TR SPECIFICATIONS 
TYPE: TURBO ROTARY 


MOUNTING ANGLE: 459 LEFT; 1359 RIGHT. 
ROTATION: CLOCKWISE 
MAX. CONTINUOUS RPM: 10000 
OIL GRADE/CHARGE: PAG (SEE CHART BELOW) 
REFRIGERANT TYPE: R134a 
PART Мо. MODEL-TYPE ВЕЕВІС. CLUTCH FITTINGS OIL OTHER 
TYPE type - dia. -volts type part no. orig. charge 


CO-58690 3013 TRSO90 К134а 
CO-58715 3012 ТК5090 К134а 
CO-58722 3017 ТК5090 К134а 


1-A 95mm 12V PAD РАС 01-29525 150 сс 
2 
2 
CO-58754 3014 TRS090 К134а 5 
5 
5 
6 


A 115 mm 12V PAD PAG 01-29525 150 сс 

А 115 mm 12V PAD PAG OI-29525 150 сс 508/709 MOUNTING 

V 119 mm 12V PAD PAG 01-29525 150 сс 
CO-58782 3015 ТК5090 К134а V 
CO-58810 3011 ТК5090 К134а V 
CO-58825 3016 ТК5090 К134а V 


100 mm 12V PAD PAG 01-29525 150 сс 508/709 MOUNTING 
100 mm 12V PAD PAG 01-29525 150 cc 
112 mm 12V PAD PAG 01-29525 150 cc 


Many Sanden compressors һауе been used іп OEM systems. 
These are listed by vehicle make / model in the OEM section 
beginning on page 46. 


OEM 
APPLICATIONS 
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Highgate Automotive Air Conditioning Catalogue COMPRESSORS: UNIVERSAL 


Compressors: Universal Application 


SEIKO - SEIKI 
р час желет ry 
ZNN \ Қы VE 
AW А 
туу шы. 
SEIKO-SEIKI 99054, 121054 SEIKO-SEIKI 99054, 121054 
WITH 118 mm 2-А CLUTCH WITH 10-V CLUTCH 


SEIKO - SIEKI SPECIFICATIONS 


99 DS4 (was 140PSV) 121 DS4 (was 170PSV) 

TYPE: VANE ROTARY VANE ROTARY 

CAPACITY: 99 cc 121 cc 

MOUNTING ANGLE: 45 deg. LEFT OR RIGHT 45 deg. LEFT OR RIGHT 

ROTATION: CLOCKWISE CLOCKWISE 

MAX. CONTINUOUS RPM: 7000 7000 

OIL GRADE: PAG PAG 

ORIGINAL OIL CHARGE: 200 cc (7.0 fl oz.) 200 cc (7.0 fl oz.) 

REFRIGERANT TYPE: R134a R134a 

APPLICATION: AFTERMARKET; SOME OEM AFTERMARKET; SOME OEM 
PART No. MODEL REFRIG. CLUTCH ОШ FITTINGS APPLICATION/ INFORMATION 


ТҮРЕ TYPE - VOLTS - DIA TYPE - PART No. 


СО-49273 121 054 R134a 2xA 12v 118 mm PAG 01-30925 VERT.MIOR 
СО-49475 121 054 R134a 10-V 12v 125 mm PAG СОІ-30925 VERT.MIOR 
99 054 available on request 


TECUMSEH 


TECUMSEH SPECIFICATIONS 


MODEL CODE: HGB1000 (REPLACES EARLIER MODEL HG1000) 
TYPE: 2 CYLINDER RECIPROCATING 

CAPACITY: 10.35 cu. in. (170 cc) 

MOUNTING ANGLE: 90 deg. LEFT OR RIGHT 

ROTATION: CLOCKWISE OR COUNTER-CLOCKWISE 

MAX. CONTINUOUS RPM: 6000 

OIL GRADE: ESTER (part No. OI-22301) 

ORIGINAL OIL CHARGE: 320 cc (11.0 fl oz.) 

REFRIGERANT TYPE: R134a 

FITTINGS: ROTOLOCK 


CO-61134 
HGB1000 VERTICAL ROTOLOCK 
(LEFT HAND SUCTION AS VIEWED FROM THE SHAFT) 


The compressors listed in this section are "universal" compressors for general use. 


While many of these compressors have been used in OEM automotive air condition- 
ing systems, this section is designed to identify compressors for general purpose 


applications. 
OEM REPLACEMENT COMPRESSORS 


For a comprehensive compressor application listing by vehicle make, please refer 
to the “ОЕМ Replacement Compressor" section beginning on page 46. 
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COMPRESSORS: UNIVERSAL Highgate Automotive Air Conditioning Catalogue 


Typical UP150 


(CO-64112) 


Compressors: Universal Application 


Typical UP170 - with dust cover 


Type: 
Capacity: 


Mounting Angle: 


Fittings: 
Rotation: 


PART No. 


CO-64015 
CO-64070 
CO-64075 
CO-64091 
CO-64109 
CO-64112 
CO-64116 
CO-64150 
CO-64652 
CO-64664 
CO-64680 
CO-64685 
CO-64822 
CO-64824 
CO-64874 
CO-64920 
CO-64935 


NOTES: 


(CO-64685) 


UP90 (UPS105) 
10 oyl. swashplate 


92 cc 


450. left or right 


vertical o-ring 
clockwise 

Max. Cont. RPM: 7000 
Orig. Oil Charge: 150 cc (PAG) 


UP 90-2715 
UP120-1415 
UP120-6850 
UX120-2495 
UP150-6150 
UP150-4905 
UP150-6250 
UP150-6950 
UP170-1895 
UP170-4295 
UP170-6650 
UP170-5425 
UP200-4675 
UP200-4205 
UP200-4215 
UX260-4755 
UX310-3265 


UP90 IS 
UP120 IS 
UP170 
UP150 
UP170 


MODEL REPLACES 


MODEL 


(UPS105) 
(UPS107) 
(UPS107) 
(UX 107) 
(UPS109) 
(UPS109) 
(UPS109) 
(UPS109) 
(UPS110) 
(UPS110) 
(UPS110) 
(UPS110) 
(UPS112) 
(UPS112) 
(UPS112) 
(UX -116) 
(UX -119) 


Typical UP120 
A-SECTION 


1 


UNICLA 


Typical UP150 - polygroove 
(CO-64116) 


Typical UP200 


UP120 (UPS107) 
10 cyl. swashplate 


115 cc 


450, left or right 


Typical UX120 
(CO-64091) 


Typical UP150 - rear fittings 
(CO-64150) 


Typical UX260 


UNICLA SPECIFICATIONS 


vertical o-ring 
clockwise 


7000 


160 cc (PAG) 


REFRIG. 
TYPE 


R134a 
R134a 
R134a 
R134a 
R134a 
R134a 
R134a 
R134a 
R134a 
R134a 
R134a 
R134a 
R134a 
R134a 
R134a 
R134a 
R134a 


3 


= 
NNANNAONNNCHANNOCNN 


со>>>ш<>>><ош>>><>> 


UP150 (UPS109) 
10 cyl. swashplate 
145 cc 

450, left or right 
vertical o-ring 


clockwise 


7000 


160 cc (PAG) 


CLUTCH 


- DIA. - VOLTS 


125 mm 
125 mm 
125 mm 
125 mm 
135 mm 
135 mm 
125 mm 
132 mm 
132 mm 
132 mm 
125 mm 
135 mm 
145 mm 
145 mm 
145 mm 
168 mm 
168 mm 


12V 
12V 
12V 
12V 
12V 
12V 
12V 
12v 
12v 
24V 
12V 
24V 
12V 
24V 
24V 
24V 
24V 


A REPLACEMENT FOR 50505 / SD5H09 
A REPLACEMENT FOR SD507 / SD7H13 


AND UP150 MODELS WILL FIT STANDARD 
IS A REPLACEMENT FOR SD508 / SD7H15 
IS A REPLACEMENT FOR 50510 / SD7H15 


172 cc 


o-ring 


clockwise 


7000 


UP170 (UPS110) 
10 oyl. swashplate 


450. left or right 


160 сс (PAG) 


FITTINGS 


VERT O-RING 
VERT O-RING 
VERT O-RING 
VERT PAD 
VERT O-RING 
VERT O-RING 
VERT O-RING 
REAR O-RING 
VERT O-RING 
VERT O-RING 
VERT O-RING 
VERT O-RING 
VERT O-RING 
VERT O-RING 
VERT O-RING 
PAD 

PAD 


OIL 


TYPE 


PAG 
PAG 
PAG 
PAG 
PAG 
PAG 
PAG 
PAG 
PAG 
PAG 
PAG 
PAG 
PAG 
PAG 
PAG 
PAG 
PAG 


UP200 (UPS112) 
10 oyl. swashplate 


200 cc 


Typical UP170 


Typical UX310 


450. left or right 


refer to list below 
clockwise 


4500 


180 сс (PAG) 


OIL 


PART No. CHARGE 


01-29500 
01-29500 
01-29500 
01-29500 
01-29500 
01-29500 
01-29500 
01-29500 
01-29500 
01-29500 
01-29500 
01-29500 
01-29500 
01-29500 
01-29500 
01-29500 
01-29500 


ORIG. 


140 cc 
160 cc 
160 cc 
160 cc 
160 cc 
160 cc 
160 cc 
160 cc 
160 cc 
160 cc 
160 cc 
160 cc 
180 cc 
180 cc 
180 cc 
500 cc 
500 cc 


50508 / 50510 MOUNTING BRACKETS 


UX260 (UX-116) 
10 cyl. swashplate 
263 cc 

45°. left or right 
pad 

clockwise 

4500 

500cc (PAG) 


OTHER 
INFORMATION 


EAR MOUNT 
EAR MOUNT 
EAR MOUNT 
DIRECT MOUNT 
EAR MOUNT 
EAR MOUNT 
EAR MOUNT 
EAR MOUNT 
EAR MOUNT 
EAR MOUNT 
EAR MOUNT 
EAR MOUNT 
EAR MOUNT 
EAR MOUNT 
EAR MOUNT 
EAR MOUNT 
DIRECT MOUNT 
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Highgate Automotive Air Conditioning Catalogue COMPRESSORS: UNIVERSAL 
Compressors: Complete Assemblies 


YORK (CCI) 


YORK SPECIFICATIONS 


TYPE: 2 CYLINDER RECIPROCATING 

CAPACITY: SEE CHART BELOW 

MOUNTING ANGLE: 90 deg. LEFT OR RIGHT (all 206, 209, 210 models) 
ROTATION: CLOCKWISE OR COUNTER-CLOCKWISE 

MAX. CONTINUOUS RPM: 6000 

OIL GRADE: SEE CHART BELOW 

ORIGINAL OIL CHARGE: 415 сс (STANDARD & HEAVY DUTY MODELS) 


REFRIGERANT TYPE: R134a 


COS-95720 
(TEFLON) 
ij IX 


COS-95736 


ROTOLOCK FITTING YORK TUBE-O 
YORK FLANGE HEAD YORK ROTOLOCK HEAD 


PART No. MODEL REFRIG. CAPACITY OIL OIL ORIGINAL OIL FITTINGS OTHER INFORMATION 
TYPE cc cubin. TYPE PART No. CHARGE ASSEMBLY-TYPE 


CO-69145  ER209R R134a 143 87 ESTER 01-22301 415 сс 14 fl. ozs. R/H ROTOLOCK 


CO-69204  EF210R R134a 170 10.3 ESTER 01-22301 415 сс 14 fl. ozs. R/H FLANGE 
CO-69210 ER210R R134a 170 10.3 ESTER 01-22301 415cc 14 fl. ozs. R/H ROTOLOCK 


СО-69215 ER210L R134a 170 10.3 ESTER 01-22301 415cc 14 fl. ozs. L/H ROTOLOCK 
СО-69234 ЕТ2101 R134a 170 10.3 ESTER 01-22301 415 сс 14 fl. ozs. L/H YORK TUBE-O 


CO-69434 GF210R R134a 170 10.3 ESTER 01-22301 415 сс 14 fl. ozs. R/H FLANGE 
СО-69444  GR210R R134a 170 10.3 ESTER 01-22301 415 сс 14 fl. ozs. R/H ROTOLOCK 


NOTE: SERVICE VALVES ARE NOT INCLUDED. THEY CAN BE ORDERED SEPARATELY AT EXTRA COST IF REQUIRED. 


Model Identification 


ER209R IDENTIFICATION BY MODEL NUMBER 
| = HEAD CONFIGURATION: L = L/'HAND; К = R/HAND 
NOMINAL DISPLACEMENT IN CUBIC INCHES 
NUMBER OF CYLINDERS 


FITTING TYPE: F = FLANGE; К = ROTOLOCK; Т = TUBE-O 


Е = EQUIPMENT DESIGN (HEAVY DUTY MODEL) 

G - GENERIC 

(MODEL CODES WITHOUT THE 'E' INDICATE STANDARD 
MODELS. STD AND H/DUTY ARE INTERCHANGEABLE) 


NOTES AND OTHER AIDS TO IDENTIFICATION 


COLOUR CODE: SILVER - STANDARD; BLACK = EQUIPMENT (HEAVY DUTY) 
(CAUTION: SOME RECONDITIONED UNITS ARE ALSO BLACK) 


LEFT OR RIGHT; LEFT OR RIGHT HAND SUCTION IS DETERMINED BY VIEWING 
LEFT OR RIGHT HAND ASSEMBLY THE COMPRESSOR IN THE UPRIGHT POSITION FROM THE 
VIEW THE COMPRESSOR FROM THE SHAFT SHAFT END. SEETILLUSTRATIONL 


END TO DETERMINE LEFT OR RIGHT HAND 
SUCTION FITTING. 


CAPACITY BY SHAFT CONFIGURATION 


/ / 


/ / / 


таи | -- 
/ / / 
М м м 
206 SERIES (6") HAS 209 SERIES (9") HAS 210 SERIES (10") HAS 
А 45 deg. CHAMFER ON А GROOVED SHAFT SHARP CORNERS 


THE CRANKSHAFT © 


